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1.Overview For Engineering Host

Engineering Host(HB-G250) is a integrated system,it can realize much 
more functions with other devices:
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Work with our software,realizing all the alarm information be showed
   by electronic map.
Work with Network Module(HB-WT),realizing control the host by internet.
Work with Linkage Module(HB-LD),realizing alarm information be showed 
  by electronic sand table and linking camera.

According to different requirements,please choose different devices to work 
with the Engineering Host,and it will make the system much more 
intelligent.



2.Product Feature For Engineering Host (System Diagram)
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2.1.Work with our software,realizing all the alarm information be 
showed by electronic map
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Feature 1:
The software configured with hundreds of maps.the maps also can be added as you need

             Villa     Perimeter fenceApartment 
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Feature 2:
Maps can be edited.The item and location of the detectors can be showed clearly.

          Villa Perimeter fenceApartment



：Feature 3:
The map will immediately appearance on the screen when the detectors be triggered.and 
the alarming detector will blink and remarks(zone number,alarm infomation and ect.)
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Feature 4:
Dual communication can be realized if the system add a Transceiver(HB-SFQ).the software not only 
can control the Engineering Host,but also can receive the reports from the 1st level alarm host and 
remote control the 1st level alarm host.It is commonly used in large integrated project(e.g.The 
Residential Property Management Center can use the system to surveillance both the perimter of the 
Residential District and the householders).
"Maplist"divided into "map of 1st level machine" and "map of direct area"."map of 1st level machine" 
is the map for householders."map of 1st level machine"  is the map for the perimter of the 
Residential District 
Dual communication between "map of 1st level machine" and "map of direct area"as follows:
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Feature 5:
Timing Arm/Disarm can be operated by the software.
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Feature 6:
Alarm records can be checked by the software.and all the records can be printed in Excel format.
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Feature 7:

Normally operations can be set by software.the details as below:
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2.2 Work with Network Module(HB-WT),realizing control the 
host by internet.
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Feature 1:
The alarm center can remote control total 144 pieces  Engineering Host through the Internet.It 
is always used to built the large integrated system.(e.g.THE BANK SYSTEM)

RJ45 Network 
Line

Engineering Host Network Module

Internet
 

remote control alarm 
host throug network

Alarm Control Center 

485line

 Wireless Transmission

11/17



Feature 2:
Provide SDK data to linking the NDVR.(1 Engineering Host+1 Network Module is a unit)
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 2.3 Work with Linkage Module(HB-LD),realizing alarm information be 
showed by electronic sand table and linking camera.
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Feature 1:
Configuring Engineering Host with LED linkage module.the location of the detector 
will be showed on electronic table while the detector be triggered.
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Feature 2:
Configuring Engineering Host with Switch outputs Linkage module.The monitor screen of the 
detector will be showed while the detector be triggered.
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2.4 Other Accessories and Features

1.Configuring with Transceiver(HB-SFQ),can realize 
dual communicatioin
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3. Regular Features

     1.1000 wireless zones(defense zone No.000-999).Including 8 
defense zone(defense zone No.000-007)is for both wireless 
detectors and wired detectors.

     2.Ademco contact ID protocol support.
     3.differed from general 00K wireless singal,433 Mhz FSK +FHSS 

wireless signal transmission make it immune to interference.
     4.6 defense zone type: Global zone, half-board zones, doorbell zone, 

shielding zones, bypassed zones, emergency zones.
     5.support arm/disarm/emergancy alarm by remote controller.
     6.6 digit length user number and setting code can be customized.
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